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1.0 INTRODUCTION 
 

This Sampling and Analysis Plan (SAP has been prepared to satisfy the Item 20, Section 
III, of the Notice of Violation (NOV) and Information Request issued to Lisbon Refinery 
J.V., LLC (Lisbon) by the United States Environmental Protection Agency (USEPA), dated 
April 9, 2009.  The NOV was issued as a result of an inspection on April 2, 2009. 
 
Lisbon is a bulk storage terminal facility located at 18647 Highway 2 in Lisbon, Louisiana.  
The site is located on approximately 20 acres and consists of a main office trailer, a 
loading rack for trucks, and multiple aboveground storage tanks (ASTs).  The facility was 
formerly part of a refinery, which is no longer present.   
 
The SAP is intended to provide protocols and procedures for arranging, collecting, and 
analyzing oil product samples contained in the active tanks at Lisbon.  The oil product 
stored in the active tanks at Lisbon is a blend of produced hydrocarbon liquids from 
multiple well locations in the region.  The produced hydrocarbon liquids are commonly 
known as crude oil or condensate, which are referred to as “oil” in this SAP. 
 
The analysis will be intended to identify the composition of Volatile Organic Compounds 
(VOC) and Semi‐Volatile Organic Compounds (SVOC) in the oil stored in each tank.  
Consistent with the requirements of the NOV, this SAP specifies analysis of the oil using 
EPA Method 8260B (VOC) and EPA Method 8270C (SVOC).  This SAP provides for split 
sampling to be conducted by the USEPA or the Louisiana Department of Environmental 
Quality. 
 
Lisbon personnel and representatives will include the following: 
 
Karen Courtman (Lisbon)  Facility Representative 
Ronnie Jackson (Lisbon)  Facility Manager 
Gordon Moore (C‐K)  Project Manager 
 
Mr. Moore will serve as the Quality Assurance Manager for the SAP. 
 
 

2.0  BACKGROUND 
 

Lisbon is located at the site of a former refinery, which was operated by others.  The 
tanks used by Lisbon are separate and operated independently of the former refinery 
operations. 
 
There are currently 4 active oil tanks at Lisbon, A1, B2, C3, and M14.  Two other tanks, 
D4 and F6 are permitted under LDEQ Air Permit No. 0620‐00002‐06 to receive oil but 
have not been used and are empty.   Each of the tanks is located within earthen bermed 
containment areas.  The oil is received in tanker trucks and unloaded from the trucks 
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using a transfer pump and piping manifold.  The manifold allows Lisbon to control which 
tank is filled when trucks are unloaded. 
 
There are no previous investigatory records for any similar projects at Lisbon. 

 
3.0  PROJECT DATA QUALITY OBJECTIVES 

 
The SAP is intended to provide adequate quality data to identify the VOC and SVOC 
content in the oil contained in each active tank at Lisbon.  All active tanks will be 
sampled. 
 
Being that hydrocarbon oils are a natural blend of components, it is anticipated that 
VOCs and SVOCs will be detected in all samples.  The lack of detection of any particular 
VOC or SVOC and/or the presence of any relatively high concentration of any particular 
compound does not indicate quality control issues.  Naturally occurring hydrocarbons 
contain ranges in organic compounds which vary between reservoirs, which may result 
in variations in composition.  As a result, there are no comparative limits or threshold 
concentrations to be used for evaluation of the results. 
 
The VOC and SVOC composition of each tank’s contents will from the sampling and 
analysis of the oil in each tank.  All samples will be gathered during a one‐day sampling 
event. 
 
With no specific comparative regulatory limits, there are no specific decision making 
criteria which will dictate data quality objectives.  It is anticipated the EPA‐8260B and 
EPA‐8270C analysis (gas chromatography) of pure hydrocarbon product will require 
dilution in order to obtain reportable concentrations.  As a result, the reporting limits 
will be elevated due to dilution of the sample. 
 
Duplicate samples, field blanks, and matrix spikes will be included in the sampling 
protocol to be evaluated as data quality indicators.  Data quality indicators for the work 
performed in the laboratory will be those set forth in the laboratory Standard Operating 
Procedures. 
 
All data will be handled by the Project Manager. 
 
 

4.0  SAMPLING RATIONALE 
 

One sample set will be collected individually from each tank.  Each sample will be 
considered to be representative of the entire contents of the tank.  One of the sample 
sets from one tank will be split resulting in a sample and a duplicate sample.  Each tank 
is equipped with a sample port which will allow for connection of tubing to fill sample 
containers.  The sample port and associated valve will be operated by Lisbon personnel.  
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C‐K personnel or agency personnel collecting split samples may handle the containers 
during sample collection.   
 

 
5.0  REQUEST FOR ANALYSES 
 

Analytical support for the project will be provided by SPL, Inc.  SPL is LDEQ‐accredited 
for EPA Methods 8260B and 8270C. Table 1 will used as a request for analytical services. 
 

TABLE 1 
LABORATORY ANALYSIS OF OIL SAMPLES 

 

Analysis Requested  VOC  SVOC 

Method  8260B  8270C 

Preservatives  < 4 C  < 4 C 

Holding Times  <7 days  <7 days 

Containers  40 ml vials  40 ml vials 

Turn Around Time  <10 days  <10 days 

# Containers per sample  3 each  3 each 

Sample ID  Location  Date  Time     

A1DDMMYY  Tank A1      √  √
B2DDMMYY  Tank B2      √  √
C3DDMMYY  Tank C3      √  √
M14DDMMYY  Tank M14      √  √
Z1DDMMYY  Tank Z1      √  √
TBDDMMYY  Trip Blank      √  √
FBDDMMYY  Field Blank      √  √
 

 
6.0 FIELD METHODS AND PROCEDURES 
 

Field methods and procedures will be implemented to collect oil samples from each 
active tank at Lisbon.  All samples will be grab samples.    Sampling will generally begin 
at Tank A1 and then proceed to the other active tanks.  Duplicate samples will be 
collected at Tank A1.  During sample collection, Lisbon personnel will operate valves to 
allow for sampling.  C‐K or agency personnel will hold containers to collect the samples. 
 
All personnel handling samples will wear protective rubber gloves which will be changed 
between the sampling of each tank.  The following procedure will be used after the 
sampling valve is opened by Lisbon personnel: 
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 Allow the sampling port to flow oil for at least 10 seconds into a containment 
pan to allow for purging of any contaminants in the sampling port or associated 
tubing. 

 Using a 40‐ml vial with a Teflon‐lined septum, gently fill the vial with the oil 
sample.  Care should be taken to not create bubbling of the sample as this 
causes loss of the volatile contaminants of interest.  Over fill the 40 ml vial 
producing a positive meniscus.  Carefully place the vial cap on the vial.  Check to 
insure there are no bubbles in the sample.  Empty and refill the vial if a bubble is 
found.   A minimum of six replicate vials should be collected for each sampling 
location. 
 

 Place the vial in a container out of heat and sunlight.  EPA SW846 Chapter 4, 
Section 4.1.2 indicates that the sample should be placed on ice for shipment to 
an off‐site laboratory.   

Equipment required for the sampling event will include: 
 

 40 ml vials 

 Sample labels 

 Chain of Custody Forms 

 Field book 

 Ice chest with ice 

 Rubber gloves 

 Safety glasses 

 Protective clothing 
 
Decontamination of sampling equipment (valves and tubing) and pans will be handled 
by Lisbon.  No other decontamination should be required. 
 

 
7.0   SAMPLE CONTAINERS, PRESERVATION AND STORAGE 
 

All sample containers will be 40‐ml glass vials with a Teflon‐lined septum cap.  All 
sample containers will be provided pre‐cleaned by the contract laboratory, SPL.  No 
preservation is required for oil product samples, other than chilling the samples to < 4 C 
immediately upon collection.  Six 40‐ml vials will be collected for each sample. 
 
 

8.0 DISPOSAL OF RESIDUAL MATERIALS 
 

All residual free oil will be returned tanks of origin.  The only other investigatory derived 
wastes (IDW) are anticipated to be rubber gloves and possibly PPE if utilized.  
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Used PPE and any disposable equipment will be inspected to ensure there is no free oil 
present.  IDW will be double bagged and place in a municipal refuse dumpster.  These 
wastes are not considered hazardous and can be sent to a municipal landfill.   
 
Any spilled oil will be handled in accordance with the facility SPCC Plan.  No other 
residual wastes are anticipated. 

 
 
9.0  SAMPLE DOCUMENTATION AND SHIPMENT 
 

A field logbook will be used to document field notes, including but not limited to: 
 

 Sample location and description 

 Site or sampling area sketch showing sample locations 

 Sampler’s name 

 Date and time of sample collection 

 Designation of sample as composite or grab 

 Type of sample (oil) 

 Field observations relating to integrity of samples (weather, odors, colors, etc.) 

 Sample preservation 

 Identification numbers 

 Shipping arrangements 

 Laboratory name 

 Team member and responsibilities 

 Time of arrival and departure 

 Summary of meetings 

 Deviations from SAP 

 Safety protection 
 

No photographs will be required. 
 
All sample containers will be labeled in a clear and precise way.  Each container will be 
labeled with the following information: 
 

 Sample ID 

 Date of collection 

 Time of Collection 

 Analytical parameters 

 Method of preservation 
 

A chain‐of‐custody form, provided by the contract laboratory, SPL, will be completely 
filled out (see example Attachment A). 
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Samples will be placed in an insulated cooler, with ice packed in zip‐locked, double 
plastic bags.  All samples will be placed in zip‐locked bags and wrapped in bubble wrap 
to prevent breakage.  All container caps will be secured and taped.  The completed 
chain of custody will be placed in the cooler and the cooler taped shut. 
The cooler and samples will be shipped via Federal Express overnight shipment to SPL’s 
laboratory in Lafayette, Louisiana. 

 
 

10.0  QUALITY CONTROL 
 

Field quality control samples will include field blanks and duplicate samples.  One set of 
field blanks (6 40‐ml vials) will be filled in the field between sampling of tanks.  
Deionized water will be used. 
 
Duplicate samples will be collected at Tank A1 to assess field variability.  A total of 12 
40‐ml vials will be collected from Tank A1.  Duplicate samples will be preserved, 
packaged, and sealed in the same manner as other samples.  A separate sample number 
and station number will be assigned to each duplicate, and it will be submitted blind to 
the laboratory.  The duplicate sample will have the designation of Tank Z1. 
 
Split samples may be collected at the discretion of the administrative authority (LDEQ or 
USEPA). 
 
Laboratory quality control will be consistent with Standard Operating Procedures for the 
contract laboratory, SPL. 
 
 

11.0  FIELD VARIATIONS 
 
  As conditions in the field may vary, it may become necessary to implement minor 

modifications to sampling as presented in this plan. When appropriate, the 
administrative authority or their representatives at the site will be consulted and a 
verbal approval will be obtained before implementing the changes. Modifications to the 
approved plan will be documented in the sampling project report. 

 
 
12.0  FIELD HEALTH AND SAFETY PROCEDURES 
 
  See Attachment B – Site‐Specific Health and Safety Plan. 
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ATTACHMENT A 

 
EXAMPLE CHAIN OF CUSTODY 
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ATTACHMENT B 

 
SITE‐SPECIFIC HEALTH AND SAFETY PLAN 
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